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Precauciones

1. Lea atentamente el manual del usuario antes de usar este escéner
de cédigo de barras.

2. La Compaiiia no se hace responsable de ninguna incidencia por el
uso inadecuado del producto en relacién con terceros, u otra aplicacion
no descrita en el presente documento.

3. Nuestro escaner de cédigo de barras y sus accesorios (incluyendo
firmware, software de instalacion, documentacion, apariencia, etc.) han
solicitado las respectivas patentes y derechos de autor.

4. Nuestra empresa se reserva todos los derechos, se reserva el
derecho de realizar cualquier cambio en el producto para mejorar su
confiabilidad, funcion o disefio. Nuestra empresa no seré responsable
de las aplicaciones o el uso de ninguin producto o circuito con nuestro
escaner, ni de ninguna responsabilidad derivada del mismo ni en relacién
con ninguna otra aplicacion descrita en este documento.

5. El contenido de este manual esté sujeto a cambios sin previo aviso.
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Guia de Inicio Rapido.
1- Abrir el embalaje e inspeccionar el producto y los accesorios.
2- Preparacion.
Antes de conectar el lector, por favor no encienda la alimentacién del PC
hasta que el lector esté completamente conectado.
3- Conexion y transmision.
3.1 Conexion USB.
Conectando el PC y escaneando el cédigo "USB Keyboard", puede
confirgurar el dispositivo para dicho modo. Cuando el software de la
aplicacion necesite la entrada Serial COM, el dispositivo USB puede ser
configurado como “USB COM”. En este caso, necesitara instalar el
driver USB COM (la configuracion por defecto de este cédigo de barras
es 115200 baud rate, 8 data bits, no parity, 1 stop bit).

USB Keyboard
3.2 Conexion RS232.

usB COM
El Codigo de barras “RS232" es utilizado cuando se conecta el
dispositivo a puerto sere de un PC o Terminal. El siguiente coédigo de
barras "RS232" también programa un retorno de carro (CR) y un sufijo
de avance de linea (LF). La configuracién de serie es:: 115200 baud rate,
8 data, no parity, 1 stop bit.

RS232
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4- Configuracion de fabrica.
Escaneando el Cédigo de barras "Active Factory Defaults" de abajo
devolvera el dispositivo a la configuracion de fabrica por defecto.

Active Factory Defaults

5- Configuracién de funciones.
5.1 Configurar retorno de carro (CR), avance de linea (LF).

Anadir sufijo CR

Borrar Sufijo CR

Anadir sufijo CR y sufijo LF

Borrar sufijo CR y sufijo LF
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5.2 Modo de auto deteccion de imagen.

Por defecto el modo de autodeteccién esta apagado. Escanee el Codigo
“On" para activar el modo de auto deteccion y “Off" para desactivarlo.
Después de escanear el codigo de configuracién "Off" por favor
presione el disparador, en ese momento el modo de auto-deteccion

estara apagado.

On

ff

)

6- Solucion de problemas.

6.1 Fallo de alimentacion.

Primero verifique si el dispositivo al que se conecta esta correctamente
alimentado. En segundo lugar, compruebe si el cable USB esta
correctamente conectado.

6.2 Escanea una vez, no se ilumina ni escanea.

Primero, verifique si la conexion del dispositivo es estable (Ia luz azul
debe estar siempre encendida). En segundo lugar, verifique si el codigo
de barras USB COM ha sido escaneado por error (sin transmisién). Si
se escanea por error, reinicie y escanee el cédigo de barras USB
Keyboard.

6.3 Fallo de transmision.

S1 Verificacion de la conexién: asegurese de que la conexion entre el
escaner y el terminal sea exitosa. Si tiene éxito, se escuchara el tono de
encendido.
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S2 Comprobaciéon de transmision: escanee el cédigo de muestra a
continuacién. Si se transmite el cédigo de muestra, vaya a S3. Si el
codigo de muestra no se transmite, pero hay un tono de decodificacion,
vaya a S4. Si el codigo de muestra no se transmite y no hay tono de
decodificacién, comuniquese con el soporte técnico.

S3 Comprobacion de cédigo de barras: vuelva a escanear el mismo tipo
de cédigo de barras sin desfigurarlo. Si se transmite, se debe a la
desfiguracién. De lo contrario, péngase en contacto con el soporte
técnico.

S4 Comprobacion del software de transferencia: abra el archivo de texto
y las herramientas de transmisién del puerto serie. Si hay una salida en
una de estas herramientas, consulte la seccién 3.1 Conexion USB en
este manual para la configuracién de lo que necesita. Si no hay
respuesta, pongase en contacto con el soporte técnico.

12345

7- Soporte técnico.
Si este manual no resuelve su problema por favor contacte con el
soporte técnico : info@iggual.com
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Advertencia
Cuando la transferencia de datos sea anormal, el escaner enviara
cuatro tonos de sonido consecutivos. Aseglrese de que el cable esté
correctamente conectado y en perfecto estado.
Consejos
* Asegurese de obtener un buen resultado de decodificacion, el rayo
laser debe apuntar al cédigo, en cualquier direccion.
* Mantenga el escaner delante del codigo, presione el disparador, haga
que el objetivo del rayo laser apunte al cédigo.
* Si el codigo es pequerio, el escéaner debe estar cerca del codigo. Si el
cédigo es grande, el escéner debe estar lejos del cédigo de barras,
siendo la forma més facil de decodificar el cddigo de barras.
* Si el codigo de barras es altamente reflectante (por ejemplo, superficie
revestida), el codigo se decodificaré correctamente en un angulo de
escaneo con inclinacion.

=

Precaucion
No mire directamente a la luz del escaner, ya que puede provocar
molestias y/o lesiones oculares.

Reciclado

N° RII-AEE: 906. El Real Decreto 110/2015, de 20 de febrero, sobre

residuos de aparatos eléctricos y electronicos incorpora (RD RAEE) al
ordenamiento juridico espariol la Directiva 2012/19/UE, del Parlamento

Eu’ropleo y del Con’se'Jo, de 4 de julio, sobre residuos de aparatos .
eléctricos y electronicos.

En el presente manual, el simbolo del contenedor tachado indica que el producto
esta sometido a directiva europea. Los productos eléctricos o electronicos, las
baterias, y los acumuladores y otros accesorios necesariamente han de ser objeto
de una recogida selectiva. Al final de la vida util del dispositivo. haz uso de los
contenedores de reciclaje. Si este dispositivo lleva una bateria interna, debera
extraerse y ser depositada separadamente para su adecuada gestion.
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Precautions

1. Read the user manual carefully before using this barcode scanner.

2. The company is not responsible for any consequences for the
improper use of the product in relation to third parties, or other
applications not described in this document.

3. Applicable patents and copyrights have been applied for, for our
barcode scanner and its accessories (including firmware, installation
software, documentation, appearance, etc.).

4. Our company reserves the right to make any changes to the product
to improve its reliability, function or design. Our company is not be
responsible for applications or use of any product or circuit with our
scanner, or for any liability arising from it or in connection with any other
application described in this document.

5. The contents of this manual are subject to change without notice.
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User Quick Setup Manual.
1- Open the package and check the appearance and accessories.
2- Getting started.
Before connecting the scanner, please don’t turn on the computer until
the scanner is fully connected.
3- Connecting and transmitting schemes.
3.1 USB connection.
Connecting the computer and scanning "USB Keyboard" barcode, you
can configure the device for USB keyboard mode. When the application
software need the serial com input, the USB device could be configured
as "USB COM" type. User need to install the USB COM driver. (The
default configuration of this barcode is 115200 baud rate, 8 data bits, no

parity, 1 stop bit).

USB Keyboard
3.2 RS232 Connection.

usB COM
The "RS232" barcode is used when connecting to the serial port of a PC
or terminal. The following "RS232" barcode also programs a carriage
return(CR) and a line feed(LF) suffix. The serial configuration is: 115200
baud rate, 8 data, no parity, 1 stop bit.

RS232
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4- Active Factory Defaults.

Barcode Scanner 2D USB

English

Scanning the "Active Factory Defaults" barcode below will default the

device to its factory condition.

Active Factory Defaults

5- Function configuration.

5.1 Configure carriage return (CR) ,line feed (LF).

Add CR

suffix

Clear CR suffix

Add CR suffix and LF suffix

Clear CR suffix and LF suffix
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5.2 Image automatic mode.

The default state of this mode is off and please scan the configuration
code to open.

After scan the configuration code “off” please press the trigger, then
the auto-detection mode will be off.

n
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6- Troubleshooting.

6.1 Power failure.

First check the host device whether it is properly powered; Secondly
check the USB cable whether it connect properly.

6.2 Scan once, no light and no scanning.

Firstly, check if the device connection is stable (the blue colored light
always on). Secondly, check if the USB COM barcode has been
scanned mistakenly (ho transmission). If scanned mistakenly, please
power cycle and scan the USB Keyboard barcode.

6.3 Transmission failure.

S1 Connection check: Please make sure the connection between the
scanner and the terminal is successful. If successfully, the power-on
tone will be heard.

S2 Transmission check: Please scan the sample code below. If the
sample code is transmitted, please go to S3. If the sample code is not
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transmitted but there is a decoding tone, go to S4. If the sample code is
not transmitted and there is no decoding tone, please contact technical
support.

S3 Barcode check: Please rescan the same type of barcode without
defacement. If transmitted, it's due to defacement. If not please contact
technical supporter.

S4 Transfer software check: Please open the text file and serial port
transmission tools. If there is output in one of these tools, please refer
to the 3.1 USB connection section in this manual for the configuration of
what you need. If there is no output, please contact technical supporter.

12345
7- Soporte técnico.

If this manual doesn't solve your problem, please contact:
info@iggual.com
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Warning

When the data transfer is abnormal, the scanner will send four
consecutive sound tones. Make sure the cable is properly connected
and in perfect condition.

Advice

* To be sure of getting a good decoding result, the laser beam should be
point directly at the code, from any direction.

* Keep the scanner in front of the code and press the trigger, making the
laser beam target point to the code.

* If the code is small, the scanner must be held close to it. If the code is
large, the scanner must be held far from the barcode, as this is the
easiest way to decode it.

* If the bar code is highly reflective (e.g. a coated surface), the code may
be correctly decoded by tilting the scanning angle.

Precautions
Do not look directly into the scanner light, as it can cause discomfort
and/or eye injury.

Recycling

No. IRI-ESA: 906. Royal Decree 110/2015 of 20 February on

electrical and electronic equipment waste incorporates (RD RAEE)

into the European Parliament and Council Spanish law directive
2012/19/EU, of 4 July on electrical and electronic equipment waste. ———

In this manual, the crossed-out container symbol indicates that the product is
subject to a European directive. Electrical or electronic products, batteries,
accumulators and other parts must be collected separately. At the end of the
device's useful life, make use of recycling containers. If this device has an internal
battery, it must be removed and disposed of separately for proper handling.

-13-
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L2DUSB
Scan Performance

Scan mode

2D Image Barcode Scanner

Manual / Automatic

Alarm mode

LED light alarm, Buzzer alarm

Read speed 300 scans/sec

Resolution 4mil (640pH x 480pV)
Scan angle 45°(horizontal);30°(vertial)
Barcode density 4mil

Symbol contrast >10%

Maximum light intensity: 10,000 Lux(FL)

LED / sensors

LED indicators and beep tones

Scan depth of field

5 mil(Code 39) 35~165mm

13 mil(UPC/EAN) 30~280mm

20 mil(Code 128) 30~400mm

10 mil(QR code) 15~180mm

Revolve angle

roll65°,pitch35°,yaw45°

Barcode type

Australian Post, Aztec, BPO, Canada Post, Codabar, Codablock, Code
11, Code 39, Code 93, Code 128/EAN128, DataMatrix, Dutch Post, EAN.
UCC Composite, Interleaved 2 of 5, Japan Post, Matrix 2 of 5, MaxiCo-
de, MicroPDF417, MSI Code, PDF417, Planet, Plessey Code, Postnet, QR

Voltage DC 5V£5%

Operating current 363mA(working); 70mA(standby); 187mA(operating)
Interfaces RS232,USB

Light Visible Red light 630+10nm

Light level Can resistive the Interference of lamp-light and sun-shiningty
ESD protect 15KV

Electric Safety

Environmental

En55022: 2006+A1: 2007 En55024: 1998+A1: 2001+A2: 2003

Operating temperature -20°C ~ 60°C

Storage temperature 30°C ~ 90°C

Humidity 5% ~ 95% RH

Drop Designed to withstand 1.8m drops
IP degree IP54

Physical

Dimensions (LxWxH) 95mmx62mmx168mm

Weight 136g

Color black

Material ABS + PC
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EC DECLARATION
OF CONFORMITY

Brand name: iggual

Models:
- L2DUSB

Product description:
BARCODE SCANNER

Procedures:

- EMC DIRECTIVE: 2014/30/EU
- RoHS DIRECTIVE: 2011/65/EU
- LVD DIRECTIVE: 2014/35/EU

European norms and standards:

- EN 55022: 2010

- EN 61000-3-2: 2014

- EN 61000-3-2: 2013

- EN 55024:2010/A1:2015

- EN 60950-1:2006+A11:2009+A1:2010+A12:2011+A2:2013
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